2K RAPTOR ANTI CORROSIVE EPOXY PRIMER
AEROSOL

DRIVING SURFACE PERFECTION Oryggisblad
samkveemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830
SDS Tilv.: REPAL )
Utgafudagur: 28/06/2018 Endurskodunardagsetning: 20/08/2019  Kemur i stadinn fyrir: 28/02/2019 Utgafa: 3.1

1. LIDUR: Audkenning efnisins eda blondunnar og
1.1. Vorukenni

Form voru : Blondur
Vidskiptaheiti : 2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL
Vorukooi : REP/AL
Udabrusi : Udabrasi
Véruhépur : Usabrusi

1.2. Videigandi og tilgreind notkun efnis eda bléndu og notkun sem radio er fra

1.2.1. Videigandi pekkt notkun

Sérstakar notkunarupplysingar fyrir idnad/fagstorf : [ idnadi

Einungis til notkunar af fagadila
Notkun efnisins/bléndunnar : bekjuefni og mélning, pynnir, malningareydir
Notkunarflokkur : Udabrusi

1.2.2. Oradlogd notkun

Engar nanari upplysingar tiltaekar

1.3. Upplysingar um birgi éryggisbladsins
U-POL LIMITED

Denington Road, Wellingborough

Northants. NN8 2QH - UK

T +44 (0) 1933 230310
technicalsupport@u-pol.com - www.u-pol.com

1.4. Neydarsimanumer

Neydarsimanumer : CHEMTREC - +44 (0) 870 8200418 (24 hrs)
Land Stofnun/fyrirtaeki Heimilisfang Neydarsimanumer Athugasemdir
island Eitrunarmidstod Fossvogi +354 543 22 22

Landspitali 108 Reykjavik

2. LIDUR: Heettugreining
2.1. Flokkun efnisins eda bléndunnar

Flokkun samkveemt reglugerd (EB) nr. 1272/2008 [CLP]

Usaefni, flokkur 1 H222;H229
Hudeeting/huderting, Undirflokkur 2 H315
Alvarlegur augnskadi/augnerting, Undirflokkur 2 H319
Hudnaeming, 1. undirflokkur H317
Heettulegt fyrir vatnsumhverfi —langvinn eiturhrif, Undirflokkur 3 H412

Fullur texti heettusetninga: sja 16. lid

Edlisefnafreedilegar aukaverkanir & heilsu i ménnum og umhverfi

pbrystihylki: Getur sprungid vid upphitun. Udabrisi med afar eldfimum efnum. Veldur hadertingu. Getur valdid ofneemisvidbrégdum i hid. Veldur
alvarlegri augnertingu. Skadlegt lifi i vatni, hefur langvinn ahrif.

2.2. Merkingaratrioi

Merking samkvaemt reglugerd (EB) nr. 1272/2008 [CLP]
Heettumerki (CLP)

GHS02 GHSO07
Vidvorunarord (CLP) : Heetta
Heettuleg innihaldsefni . bisfendl-A-(epiklorhydrin), epoxyresin
Heettusetningar (CLP) : H222 - Udabrasi med afar eldfimum efnum.

H229 - pbrystihylki: Getur sprungid vid upphitun.
H315 - Veldur hadertingu.

H317 - Getur valdid ofneemisvidbrégdum i had.
H319 - Veldur alvarlegri augnertingu.

H412 - Skadlegt lifi i vatni, hefur langvinn ahrif.
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2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL

Oryggisblad

samkveaemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830

Varnadarsetningar (CLP)

Opekkt, brad eiturhrif (CLP) - SDS

2.3. Adrar heettur
Engar nanari upplysingar tiltaskar

bannadar.

: P210 - Haldio fra hitagjofum, neistagjéfum, opnum eldi og heitum fl6tum. — Reykingar

P211 - Ma ekki Uda & opinn eld eda annan ikveikjuvald.
P251 - Ekki ma gata eda brenna hylki jafnvel pott pau séu tom.

P273 - Fordist losun Gt i umhverfid.

P280 - Notid augnhlifum, dndunarhlif, hlifdarfatnad, hliféarhanska.

P333+P313 - Ef efnid ertir hid eda Gtbrot koma fram: Leitid leeknis.

P337+P313 - Ef augnerting er vidvarandi: Leitid laeknis.

P410+P412 - Verjid fyrir slarljosi. Latid ekki verda fyrir heerra hitastigi en 50 °C, 122 °F.

3. LIDUR: Samsetning innihaldsefna/upplysingar um innihaldsefni

: 7,98% bléndunnar innihalda efni med 6pekkt eiturhrif (Innéndun (Vapours))

3.1. Efni

A ekki vid

3.2. Blondur

Heiti Voérukenni % Flokkun samkvaemt
reglugerd (EB) nr. 1272/2008
[CLP]

dimetyleter (CAS-nUmer) 115-10-6 25-50 Flam. Gas 1, H220

Efni med vahrifamork Evrépubandalagsins &
vinnustad
(Athugasemd U)

(EB-nGimer) 204-065-8
(Skrarnimer EB) 603-019-00-8
(REACH-ntmer) 01-2119472128-37

Press. Gas (Lig.), H280

acetone

(CAS-nUmer) 67-64-1

(EB-nGimer) 200-662-2

(Skrarnimer EB) 606-001-00-8
(REACH-ntmer) 01-2119471330-49

10-20 Flam. Lig. 2, H225
Eye Irrit. 2, H319
STOT SE 3, H336

bisfendl-A-(epiklorhydrin), epoxyresin

(CAS-nUmer) 25068-38-6
(EB-nGimer) 500-033-5

(Skrarnumer EB) 603-074-00-8
(REACH-nGmer) 01-2119456619-26

5-10 Skin Irrit. 2, H315

Eye Irrit. 2, H319

Skin Sens. 1, H317
Aquatic Chronic 2, H411

titanium(1V) oxide (CAS-nUmer) 13463-67-7 5-10 Ekki flokkad

Efni med vahrifamérk Evropubandalagsins a (EB-nGimer) 236-675-5

vinnustad (REACH-nUmer) 01-2119489379-17

xylen (CAS-nGimer) 1330-20-7 3-5 Flam. Lig. 3, H226

(Athugasemd C)

(EB-nGimer) 215-535-7
(Skrarnimer EB) 601-022-00-9
(REACH-nUmer) 01-2119488216-32

Acute Tox. 4 (Dermal), H312
Acute Tox. 4 (Inhalation), H332
Skin Irrit. 2, H315

Eye Irrit. 2, H319

STOT SE 3, H335

STOT RE 2, H373

Asp. Tox. 1, H304

1-methoxy-2-propanol
Efni med vahrifamérk Evropubandalagsins &
vinnustad

(CAS-nGmer) 107-98-2
(EB-nGimer) 203-539-1
(Skrarnimer EB) 603-064-00-3

25-3 Flam. Lig. 3, H226
STOT SE 3, H336

etylbensen

(CAS-nUmer) 100-41-4

(EB-nGimer) 202-849-4

(Skrarnimer EB) 601-023-00-4
(REACH-nGmer) 01-2119489370-35

1-25 Flam. Lig. 2, H225

Acute Tox. 4 (Inhalation), H332
Acute Tox. 4 (Inhalation:vapour),
H332

STOT RE 2, H373

Asp. Tox. 1, H304

Sérstok vahrifamork:

Heiti

Vorukenni

Sérstok vahrifamork

bisfendl-A-(epiklorhydrin), epoxyresin

(CAS-nUmer) 25068-38-6
(EB-nGimer) 500-033-5

(Skrarnimer EB) 603-074-00-8
(REACH-nGmer) 01-2119456619-26

(5=<C < 100) Eye Irrit. 2, H319
(5 =<C < 100) Skin Irrit. 2, H315

Athugasemd C: Sum lifraen efni ma setja & markad annadhvort sem tiltekna hverfu eda sem bléndu nokkurra hverfna. i sliku tilviki skal birgirinn
tilgreina & merkimidanum hvort efnid er tiltekin hverfa eda blanda hverfna.

Athugasemd U: Gastegundir skulu flokkadar sem ‘gas undir prystingi' i einum af eftirtéldum hépum: pjappad gas, fljétandi gas, keelt, fliétandi gas
eda uppleyst gas. Flokkurinn fer eftir pvi edlisreena astandi sem gastegundin er pokkud i og parf ad akveda hann i hveriju tilfelli fyrir sig.

Fullur texti V-setninganna: sja kafla 16
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2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL
Oryggisblad

samkveaemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830

4. LIDUR: Radstafanir i skyndihjalp

4.1. Lysing & radstéfunum i skyndihjalp

Fyrsta hjalp eftir inndndun : Flytjio viokomandi i ferskt loft og hafid hann i stellingu sem Iéttir dndun.

Fyrsta hjalp eftir snertingu vid hud : bvoid hddina med miklu vatni. Farid dr f6tum sem éhreinkast af efninu. Ef efnid ertir hud
eda Utbrot koma fram: Leitid leeknis.

Fyrsta hjalp eftir snertingu vid augu : bvoid varlega med mikilli sapu og vatni. Fjarleegid snertilinsur ef pad er audvelt. Skolid
afram. Ef augnerting er vidvarandi: Leitid leeknis.

Fyrsta hjalp eftir ad hafa gleypt efnid : Hringid i eitrunarmidstod eda leekni ef lasleika verdur vart.

4.2. Helstu skadleg einkenni og ahrif, baedi brad og tafin

Einkenni/ahrif eftir snertingu vid had : Ertingu. Getur valdid ofnaemisvidbrogdum i haa.

Einkenni/ahrif eftir snertingu vid augu : Erting i augum.

4.3. Upplysingar um tafarlausa leeknisumdnnun og sérstaka medferd sem porf er &
Medhondlid samkveemt einkennum.

5. LIDUR: Radstafanir vegna slokkviadgerda
5.1. Slokkvibunadur

Hentug slokkviefni : Vatnsuadi. burrt duft. Froda. Koltvisyringur.

5.2. Sérstakar heettur af voldum efnisins eda blondunnar

Eldheetta : Udabrasi med afar eldfimum efnum.

Heetta & sprengingu : brystihylki: Getur sprungid vid upphitun.

Heettuleg nidurbrotsefni : Eitradur reykur getur myndast.

5.3. Radgjof fyrir slokkviliosmenn

Eldvarnarhlifar : Reynid ekki ad taka til framkvaemda an videigandi hliféarbtnadar. Sérondunarbinadur.

Alteekur hlifdarfatnadur.

6. LIDUR: Radstafanir ef efni fer 6vart til spillis eda er losad f
6.1. Oryggisradstafanir fyrir félk, hlifdarbtinadur og neydarradstafanir

6.1.1. Atlad starfsfélki sem vinnur ekki vid neydarpjénustu

Neydarradstafanir : Loftraestid sveedid sem efnid hefur lekid a. Enginn opinn eldur, engir neistar og reykingar
eru bannadar. Fordist snertingu vid hid og augu. Gaetid pess ad anda ekki inn yringi, reyk,
gufu.

6.1.2. Fyrir bradalida

Hlifdarbanadur : Reynid ekki ad taka til framkvaemda an videigandi hliféarbinadar. Nanari upplysingar er ad
finna i kafla 8: Vahrifaeftirlit/persénuhlifar".

6.2. Varudarradstafanir vegna umhverfisins
Fordist losun ut i umhverfid.

6.3. Adferdir og efni til afmoérkunar og hreinsunar
Hreinsunaradferdir : Safnid efninu saman & vélraenan hatt.

Adrar upplysingar : Fargio efnum eda fastefnaleifum & vottudum stad.

6.4. Tilvisun i adra lidi
Né&nari upplysingar er ad finna i kafla 13.

7. LIDUR: Medhdndlun og geymsla

7.1. Varudarradstafanir um érugga medhondlun

Varudarradstafanir um érugga medhdndlun : Tryggid ad loftraesting & vinnusvaedi sé g6d. Haldio fra hitagjofum, neistagjéfum, opnum
eldi og heitum flotum. — Reykingar bannadar. Ma ekki ida a opinn eld eda annan
ikveikjuvald. brystihylki: Ekki ma gata eda brenna hylki jafnvel pétt pau séu tom. Fordist
snertingu vid hud og augu. Notid einstaklingshlifar. Geetid pess ad anda ekki inn gufu,
reykur, yringi.

Hreinleetisradstafanir : bvoid f6t, sem Ghreinkast af efninu, fyrir naestu notkun. Ekki skal farid med vinnufét af
vinnustad hafi pau 6hreinkast af efninu. Neytid ekki matar, drykkjar eda tébaks vid notkun
pessarar voru. Pvoid avallt hendur eftir ad hafa medhéndlad voruna.

7.2. Orugg geymsluskilyrdi, p.m.t. vegna moégulegs 6samrymanleika
Geymsluskilyrdi . HIifid vid solarljési. Setjid ekki i heerri hita en 50 °C/122 °F. Geymist & vel loftraestum stad.
Geymist & kéldum stad.

7.3. Sértaek, endanleg notkun
Engar nanari upplysingar tiltaekar

8. LIDUR: Vahrifavarnir/persénuhlifar
8.1. Eftirlitsbreytur

dimetyleter (115-10-6)
ESB stadbundid heiti Dimethylether
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2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL

Oryggisblad

samkveaemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830

dimetyleter (115-10-6)

ESB IOELV TWA (mg/m3) 1920 mg/m3

ESB IOELV TWA (ppm) 1000 ppm

ESB Tilvisun i stjérnsyslufyrirmeeli COMMISSION DIRECTIVE 2000/39/EC

island stadbundid heiti Dimetyleter

island OEL (8 hours ref) (mg/m?3) 1885 mg/m3

island OEL (8 hours ref) (ppm) 1000 ppm

island Tilvisun i stjérnsyslufyrirmeeli Reglugerd um mengunarmdérk og adgerdir til ad draga

Ur mengun a vinnustéoum (Nr. 390/2009)

acetone (67-64-1)

ESB stadbundid heiti Acetone

ESB IOELV TWA (mg/m?) 1210 mg/m3

ESB IOELV TWA (ppm) 500 ppm

ESB Tilvisun i stjornsyslufyrirmeeli COMMISSION DIRECTIVE 2000/39/EC

island stadbundid heiti Aseton (2-prépanoén)

island OEL (8 hours ref) (mg/m?3) 600 mg/m3

island OEL (8 hours ref) (ppm) 250 ppm

island Tilvisun 1 stjérnsyslufyrirmeeli Reglugerd um mengunarmdrk og adgerdir til ad draga

Ur mengun a vinnustédum (Nr. 390/2009)

titanium(IV) oxide (13463-67-7)

ESB stadbundid heiti Titanium dioxide

ESB Minnispunktar (Ongoing)

ESB Tilvisun i stjérnsyslufyrirmeeli SCOEL Recommendations

island stadbundid heiti Titandioxid, sem Ti

island OEL (8 hours ref) (mg/m3) 6 mg/m3

island Tilvisun i stjérnsyslufyrirmeeli Reglugerd um mengunarmork og adgerdir til ad draga

Ur mengun & vinnustédum (Nr. 390/2009)

xylen (1330-20-7)

ESB

stadbundid heiti

Xylene, mixed isomers, pure

ESB IOELV TWA (mg/m3) 221 mg/m3

ESB IOELV TWA (ppm) 50 ppm

ESB IOELV STEL (mg/m?3) 442 mg/m3

ESB IOELV STEL (ppm) 100 ppm

ESB Minnispunktar Skin

ESB Tilvisun i stjérnsyslufyrirmeeli COMMISSION DIRECTIVE 2000/39/EC

island stadbundio heiti Xylen, allir isémerar (dimetylbensen)

island OEL (8 hours ref) (mg/m?3) 109 mg/m3

island OEL (8 hours ref) (ppm) 25 ppm

island OEL (15 min ref) (mg/m3) 442 mg/m3

island OEL (15 min ref) (ppm) 100 ppm

island Minnispunktar (IS) H (efnid getur audveldlega borist inn i likamann gegnum
huae)

island Tilvisun i stjérnsyslufyrirmeeli Reglugerd um mengunarmork og adgerdir til ad draga

Ur mengun & vinnustédum (Nr. 390/2009)
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2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL

Oryggisblad

samkveaemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830

1-methoxy-2-propanol (107-98-2)

ESB stadbundid heiti 1-Methoxypropanol-2

ESB IOELV TWA (mg/m3) 375 mg/m3

ESB IOELV TWA (ppm) 100 ppm

ESB IOELV STEL (mg/m?) 568 mg/m?3

ESB IOELV STEL (ppm) 150 ppm

ESB Minnispunktar Skin

ESB Tilvisun i stjérnsyslufyrirmeeli COMMISSION DIRECTIVE 2000/39/EC

island stadbundid heiti 1-Metoxy-2-prépandl

island OEL (8 hours ref) (mg/m?3) 185 mg/m3

island OEL (8 hours ref) (ppm) 50 ppm

island OEL (15 min ref) (mg/m3) 568 mg/m3

island OEL (15 min ref) (ppm) 150 ppm

island Minnispunktar (IS) H (efnid getur audveldlega borist inn i likamann gegnum
huae)

island Tilvisun 1 stjérnsyslufyrirmeeli Reglugerd um mengunarmdrk og adgerdir til ad draga
Ur mengun & vinnustodum (Nr. 390/2009)

etylbensen (100-41-4)

ESB stadbundid heiti Ethylbenzene

ESB IOELV TWA (mg/m3) 442 mg/m3

ESB IOELV TWA (ppm) 100 ppm

ESB IOELV STEL (mg/m?) 884 mg/m?3

ESB IOELV STEL (ppm) 200 ppm

ESB Minnispunktar Skin

ESB Tilvisun i stjérnsyslufyrirmeeli COMMISSION DIRECTIVE 2000/39/EC

island stadbundid heiti Etylbensen

island OEL (8 hours ref) (mg/m3) 200 mg/m3

island OEL (8 hours ref) (ppm) 50 ppm

island OEL (15 min ref) (mg/m3) 884 mg/m3

island OEL (15 min ref) (ppm) 200 ppm

island Minnispunktar (IS) H (efnid getur audveldlega borist inn i likamann gegnum
huae)

island Tilvisun i stjérnsyslufyrirmeeli Reglugerd um mengunarmdérk og adgerdir til ad draga
Ur mengun a vinnustédum (Nr. 390/2009)

8.2. Vahrifavarnir
Videigandi teekniprof:
Tryggid ad loftraesting & vinnusvaedi sé géd.

Handahlifar:

Hlifdarhanskar

Augnhlifar:

Hlifdargleraugu

HUd- og likamshlifar:

Notid hentugan hlifdarfatnad

Ondunarhilif:

Notid hentugan éndunarbinad ef loftraesting er ekki naegileg

28.6.2018 (Utgafa: 1.0) IS - is
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2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL
Oryggisblad

samkveaemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830

Bunadur Tegund siu Astand Stadall

Endurnytanlegur 6ndunarbinadur | Sia A2/B2
med lofthreinsunarbinadi

Takn fyrir ersénuhli(ar):

Prof & vahrifum & umhverfio:
Fordist losun Ut i umhverfid.

9. LIBUR: Edlis- og efnafraedilegir eiginleikar
9.1. Upplysingar um edlis- og efnafreedilega grunneiginleika

Edlisastand : Vokvi

Utlit : Udabrusi.

Litur : Beislitad.

Lykt : einkennandi.
Lyktarmork : Engin gogn tilteek
pH : Engin gogn tiltaek

Hlutfallslegur uppgufunarhradi (butylasetat=1)
Breedslumark

: Engin gogn tiltaek
: A ekki vio

Frostmark : Engin gogn tiltaek
Sudumark : Engin gogn tilteek
Blossamark :<18°C

Sjalfsikveikjumark

Hitastig nidurbrots

Eldfimi (fast efni, gas)

Gufuprystingur

Hlutfallslegur edlismassi i gufuformi vié 20 °C
Hlutfallslegur edlismassi

: Engin gogn tiltaek
: Engin gogn tiltaek
: Udabrusi med afar eldfimum efnum
: Engin gogn tilteek
: Engin gogn tilteek
: Engin gogn tilteek

Edlismassi 11,0025 gr/cm3

Leysanleiki : Engin gogn tiltaek
Log Pow : Engin gogn tiltaek
Edlisseigja : Engin gogn tilteek
Skridseigja : Engin gogn tilteek

Sprengieiginleikar
Oxunareiginleikar
Sprengimark

9.2. Adrar upplysingar
Innihald lifreenna rokefna

10. LIBUR: Stédugleiki og hvarfg

10.1. Hvarfgirni

1 653 gr/l

: brystihylki: Getur sprungid vid upphitun.
: Engin gogn tiltaek
: Engin gogn tiltaek

Udabrusi med afar eldfimum efnum. brystihylki: Getur sprungid vid upphitun.

10.2. Efnafreedilegur stodugleiki
Stddugt vid hefdbundin skilyrdi.

10.3. MOguleiki & heettulegu efnahvarfi

Ekki er vitad til heettulegs efnahvarfs vid hefdbundin notkunarskilyrdi.

10.4. Skilyrdi sem ber ad varast

Fordist snertingu vid heit yfirbord. Hiti. Engir logar, engir neistar. Fjarleegid alla eldgjafa.

10.5. Osamrymanleg efni
Engar nanari upplysingar tiltaskar

10.6. Heettuleg nidurbrotsefni

Vid hefdbundin geymslu- og notkunarskilyrdi aettu haettuleg nidurbrotsefni ekki ad verda til.

-

11. LIDUR: Eiturefnafreedilegar upplysingar

11.1. Upplysingar um eiturefnafraedileg ahrif

Brad eiturhrif (um munn) : Ekki flokkad
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2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL

Oryggisblad

samkveaemt reglugerd (EB) Nr. 1907/2006 (REACH) med breytingarreglugerd (ESB) 2015/830

Braad eiturhrif (um huad)
Braad eiturhrif (vid innéndun.)

. Ekki flokkad
. Ekki flokkad

dimetyleter (115-10-6)

LC50 inndndun rotta (mg/l)

309 mg/l (Other, 4 h, Rat, Male, Experimental value, Inhalation (gases))

LC50 inndndun hja rottum (ppm)

164000 ppm (Other, 4 h, Rat, Male, Experimental value, Inhalation (gases))

acetone (67-64-1)

LD50 um munn, rotta

5800 mg/kg (Equivalent or similar to OECD 401, Rat, Female, Experimental value, Oral)

LD50 um had, kanina

20000 mg/kg (Equivalent or similar to OECD 402, Rabbit, Male, Experimental value,
Dermal)

LC50 inndndun rotta (mg/l)

76 mg/l (Other, 4 h, Rat, Female, Experimental value, Inhalation (vapours))

bisfenol-A-(epiklorhydrin), epoxyresin (25068-38-6)

LD50 um munn, rotta

> 2000 mg/kg (OECD 420: Acute Oral toxicity — Acute Toxic Class Method, Rat, Female,
Experimental value, Oral, 14 day(s))

LD50 um hud, rotta

> 2000 mg/kg (OECD 402: Acute Dermal Toxicity, 24 h, Rat, Male/female, Experimental
value, Dermal)

titanium(IV) oxide (13463-67-7)

LD50 um munn, rotta

> 5000 mg/kg likamspyngdar (OECD 425: Acute Oral Toxicity: Up-and-Down Procedure,
Rat, Female, Experimental value, Oral, 14 day(s))

LC50 inndndun rotta (mg/l)

> 6,82 mg/l (Other, 4 h, Rat, Male, Experimental value, Inhalation (dust), 14 day(s))

xylen (1330-20-7)

LD50 um munn, rotta

3523 mg/kg likamspyngdar (Equivalent or similar to EU Method B.1: Acute Toxicity (Oral),
Rat, Male, Experimental value, Oral, 14 day(s))

LD50 um haad, rotta

12126 mg/kg (Non-GLP, read-across from supporting substance, single dermal dose
under occlusion followed by observation for 14 days)

LC50 inndndun hja rottum (ppm)

6700 ppm/4h (EU Method B.2 (Acute Toxicity (Inhalation)), 4h, rat, male)

1-methoxy-2-propanol (107-98-2)

LD50 um munn, rotta

4016 mg/kg likamspyngdar (EU Method B.1 tris: Acute oral toxic — Acute toxic class
method, Rat, Male/female, Experimental value, Oral)

LD50 um had, rotta

> 2000 mg/kg likamspyngdar (Other, 24 h, Rat, Male/female, Experimental value, Dermal)

etylbensen (100-41-4)

LD50 um munn, rotta

3500 mg/kg (Rat, Male/female, Experimental value, Oral)

LD50 um hug, kanina

15432 mg/kg likamspyngdar (24 h, Rabbit, Male, Experimental value, Dermal)

LC50 inndndun rotta (mg/l)

17,8 mg/l (4 h, Rat, Male, Experimental value, Inhalation (vapours))

Opekkt, brad eiturhrif (CLP) - SDS
Hudeeting/huderting

Alvarlegur augnskadi/augnerting
Neeming 6ndunarfaera eda hidnaeming
Stokkbreytantdi ahrif & kimfrumur
Krabbameinsvaldandi ahrif

1 7,98% bléndunnar innihalda efni med 6pekkt eiturhrif (Inndndun (Vapours))
: Veldur hadertingu.

: Veldur alvarlegri augnertingu.

: Getur valdid ofnamisvidbrogdum i hid.

. Ekki flokkad

: Ekki flokkad

titanium(IV) oxide (13463-67-7)

IARC-hépur

‘ 2B - Kannski krabbameinsvaldandi fyrir menn

xylen (1330-20-7)

IARC-hépur

|3- EXki heegt ad flokka
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etylbensen (100-41-4)

IARC-hépur

2B - Kannski krabbameinsvaldandi fyrir menn

Eiturhrif & aexlun
Sérteek eiturhif & markliffeeri - vahrif i eitt skipti
Sértaek eiturhif & markliffaeri - endurtekin vahrif

Asvelgingarhaetta

: Ekki flokkad
. Ekki flokkad
: Ekki flokkad
: Ekki flokkad

2K RAPTOR ANTI CORROSIVE EPOXY PRIMER AEROSOL

Udabrusi

Udabrusi

12. LIDUR: Vistfraedilegar upplysingar

12.1. Eiturhrif
Vistfreedi - almennt

Bragd eiturhrif i vatni
Langvinn eiturhrif i vatni

: Skadlegt lifi i vatni, hefur langvinn &hrif.
: Ekki flokkad
: Skadlegt lifi i vatni, hefur langvinn &hrif.

dimetyleter (115-10-6)

LC50 fiskur 1

> 4100 mgl/l (Other, 96 h, Poecilia reticulata, Semi-static system, Fresh water,
Experimental value)

EC50 halafl6 1

> 4400 mg/l (Other, 48 h, Daphnia magna, Static system, Fresh water, Experimental
value)

EC50 96h algae (1)

154,9 mg/l (ECOSAR v1.00, Algae, QSAR)

acetone (67-64-1)

LC50 fiskur 1

5540 mg/l (EU Method C.1, 96 h, Salmo gairdneri, Static system, Fresh water,
Experimental value, Nominal concentration)

EC50 96h algae (1)

> 7000 mgl/l (Selenastrum capricornutum, Static system, Fresh water, Experimental value,
Nominal concentration)

bisfendl-A-(epiklorhydrin), epoxyresin (25068-38-6)

LC50 fiskur 1

2,3 mg/l (OECD 203: Fish, Acute Toxicity Test, 96 h, Oncorhynchus mykiss, Semi-static
system, Fresh water, Experimental value, Nominal concentration)

EC50 halafl6 1

1,1 - 2,8 mg/l (Equivalent or similar to OECD 202, 48 h, Daphnia magna, Static system,
Fresh water, Experimental value, Locomotor effect)

ErC50 (pdrungur)

> 11 mg/l (EPA 660/3 - 75/009, 72 h, Scenedesmus sp., Static system, Fresh water,
Experimental value)

titanium(IV) oxide (13463-67-7)

LC50 fiskur 1

100 mg/l (Equivalent or similar to OECD 203, 96 h, Oncorhynchus mykiss, Static system,
Fresh water, Experimental value, Nominal concentration)

ErC50 (porungur)

61 mg/l (EPA 600/9-78-018, 72 h, Pseudokirchneriella subcapitata, Static system, Fresh
water, Experimental value, Nominal concentration)

xylen (1330-20-7)

LC50 fiskur 1

2,6 mg/l (OECD 203: Fish, Acute Toxicity Test, 96 h, Oncorhynchus mykiss, Static
renewal, Fresh water, Read-across, Lethal)

EC50 72h Algae 1

2,2 mg/l

ErC50 (porungur)

4,36 mg/l (OECD 201: Alga, Growth Inhibition Test, 73 h, Pseudokirchneriella subcapitata,
Static system, Fresh water, Experimental value, GLP)

1-methoxy-2-propanol (107-98-2)

LC50 fiskur 1

>= 1000 mg/l (Equivalent or similar to OECD 203, 96 h, Oncorhynchus mykiss, Semi-static
system, Fresh water, Experimental value, Nominal concentration)
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ErC50 (porungur)

> 1000 mgl/l (Other, 168 h, Pseudokirchneriella subcapitata, Static system, Fresh water,
Experimental value, GLP)

etylbensen (100-41-4)

LC50 fiskur 1

4,2 mg/l (OECD 203: Fish, Acute Toxicity Test, 96 h, Salmo gairdneri, Semi-static system,
Fresh water, Experimental value)

EC50 halafl6 1

2,1 (1,8 - 2,4) mg/l (US EPA, 48 h, Daphnia magna, Static system, Fresh water,
Experimental value)

EC50 72h Algae 1

5,4 mg/l (US EPA, Pseudokirchneriella subcapitata, Static system, Fresh water,
Experimental value, Cell numbers)

12.2. bréavirkni og nidurbrjotanleiki

dimetyleter (115-10-6)

pravirkni og nidurbrjétanleiki

Non degradable in the soil. Not readily biodegradable in water.

acetone (67-64-1)

préavirkni og nidurbrjétanleiki

Biodegradable in the soil. Biodegradable in the soil under anaerobic conditions. Readily
biodegradable in water.

Lifreen surefnisporf (BOD)

1,43 gr O,/g efni

Efnafreedileg surefnisporf (COD)

1,92 gr O,/g efni

ThOD

2,2 gr O,/g efni

Lifraen sarefnisporf (% af fraedilegri strefnisporf)

0,872 (20 day(s), Literature study)

bisfenol-A-(epiklorhydrin), epoxyresin (25068-38-6)

pravirkni og nidurbrjétanleiki

Not readily biodegradable in water.

titanium(IV) oxide (13463-67-7)

pravirkni og nidurbrjétanleiki

Biodegradability: not applicable.

Lifreen surefnisporf (BOD)

Not applicable (inorganic)

Efnafreedileg surefnisporf (COD)

Not applicable (inorganic)

ThOD

Not applicable (inorganic)

xylen (1330-20-7)

pravirkni og nidurbrjétanleiki

Biodegradable in the soil. Readily biodegradable in water.

1-methoxy-2-propanol (107-98-2)

pravirkni og nidurbrjétanleiki

Biodegradable in the soil. Readily biodegradable in water.

ThOD

1,95 gr O,/g efni

etylbensen (100-41-4)

pravirkni og nidurbrjétanleiki

Biodegradable in the soil. Readily biodegradable in water.

Lifreen surefnisporf (BOD)

1,44 gr O,/g efni (20d.)

Efnafreedileg surefnisporf (COD)

2,1 gr O,/g efni

ThOD

3,17 gr O,/g efni

12.3. Uppsofnun i lifverum

dimetyleter (115-10-6)

Log Pow

0,1 (Experimental value)

Uppso6fnun i lifverum

Low potential for bioaccumulation (Log Kow < 4).
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acetone (67-64-1)

Lifpéttnisstudull i fiskum 1 0,69 (Pisces)

Lifpéttnisstudull i 6drum vatnalifverum 1 3 (BCFWIN, Calculated value)
Log Pow -0,24 (Test data)

Uppsoéfnun i lifverum Not bioaccumulative.

bisfendl-A-(epiklérhydrin), epoxyresin (25068-38-6)

Lifpéttnisstudull i 6drum vatnalifverum 1 31 (Estimated value, Fresh weight)

Log Pow 2,64 - 3,78 (Experimental value, OECD 117: Partition Coefficient (n-octanol/water), HPLC
method, 25 °C)

Uppsofnun i lifverum Low potential for bioaccumulation (Log Kow < 4).

titanium(IV) oxide (13463-67-7)

Uppsoéfnun i lifverum Not bioaccumulative.

xylen (1330-20-7)

Lifpéttnisstudull i fiskum 1 7,2 - 25,9 (56 day(s), Oncorhynchus mykiss, Flow-through system, Fresh water, Read-
across)

Log Pow 3,2 (Read-across, 20 °C)

Uppsoéfnun i lifverum Low potential for bioaccumulation (BCF < 500).

1-methoxy-2-propanol (107-98-2)

Lifpéttnisstudull i fiskum 1 1 (Pimephales promelas)
Log Pow < 1 (Experimental value, Equivalent or similar to OECD 117, 20 °C)
Uppso6fnun i lifverum Not bioaccumulative.

etylbensen (100-41-4)

Lifpéttnisstudull i fiskum 1 1 - 2,4 (Other, 6 week(s), Oncorhynchus kisutch, Flow-through system, Salt water,
Experimental value)

Log Pow 3,6 (Experimental value, EU Method A.8: Partition Coefficient, 20 °C)

Uppsofnun i lifverum Low potential for bioaccumulation (BCF < 500).

12.4. Hreyfanleiki i jardvegi

dimetyleter (115-10-6)

Yfirbordsspenna 0,02 N/m (-40 °C)

Vistfreedi - jardlag Not applicable (gas).

acetone (67-64-1)

Yfirbordsspenna 0,0237 N/m

Vistfreedi - jardlag No (test)data on mobility of the substance available.

bisfendl-A-(epiklérhydrin), epoxyresin (25068-38-6)

Yfirbordsspenna 58,7 - 58,9 mN/m (20 °C, EU Method A.5: Surface tension)
Log Koc 2,65 (log Koc, SRC PCKOCWIN v2.0, QSAR)
Vistfreedi - jardlag Low potential for adsorption in soil.

titanium(IV) oxide (13463-67-7)

Vistfraedi - jardlag Low potential for mobility in soil.
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xylen (1330-20-7)

Yfirbordsspenna

28,01 - 29,76 mN/m (25 °C)

Log Koc

2,73 (log Koc, Equivalent or similar to OECD 121, Read-across)

Vistfreedi - jardlag

Low potential for adsorption in soil. May be harmful to plant growth, blooming and fruit

formation.

1-methoxy-2-propanol (107-98-2)

Yfirbordsspenna

0,0707 N/m (20 °C, 1 g/l, OECD 115: Surface Tension of Aqueous Solutions)

Vistfreedi - jardlag

Low potential for adsorption in soil.

etylbensen (100-41-4)

Yfirbordsspenna

0,071 N/m (23 °C, 0.0582 g/l, EU Method A.5: Surface tension)

Log Koc

2,71 (log Koc, PCKOCWIN v1.66, QSAR)

Vistfraedi - jardlag

Low potential for adsorption in soil. Toxic to soil organisms.

12.5. Nidurstdéour ar mati & PBT- og vPvB-eiginleikum

Innihaldsefni

dimetyleter (115-10-6)

petta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
betta efni/blanda meetir ekki vPvB krofum XIII. vidauka REACH reglugerdarinnar

(67-64-1)

betta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
petta efni/blanda maetir ekki vPvB kréfum Xlll. vidauka REACH reglugerdarinnar

bisfenél-A-(epiklérhydrin), epoxyresin (25068-38-6)

petta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
betta efni/blanda meetir ekki vPvB krofum XIII. vidauka REACH reglugerdarinnar

(13463-67-7)

betta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
petta efni/blanda meetir ekki vPvB kréfum Xlll. vidauka REACH reglugerdarinnar

xylen (1330-20-7)

betta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
betta efni/blanda maetir ekki vPvB kréfum XIll. vidauka REACH reglugerdarinnar

(107-98-2)

betta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
betta efni/blanda meetir ekki vPvB kréfum Xlll. vidauka REACH reglugerdarinnar

etylbensen (100-41-4)

betta efni/blanda meetir ekki PBT krofum Xlll. vidauka REACH reglugerdarinnar
betta efni/blanda meetir ekki vPvB krofum XIll. vidauka REACH reglugerdarinnar

12.6. Onnur skadleg ahrif
Engar nanari upplysingar tiltaekar

13. LIBUR: FOorgun

13.1. Adferdir vid medhdndlun argangs
Adferdir vio medhondlun argangs

14. LIDUR: Upplysingar um flutninga

| samraemi vid ADR/RID/IMDG/IATA/ADN

ADR IMDG IATA ADN RID
14.1. UN-namer
1950 ‘ 1950 ‘ 1950 ‘ 1950 ‘ 1950
14.2. Rétt UN-sendingarheiti
AEROSOLS ‘ AEROSOLS ‘ Aerosols, flammable ‘ AEROSOLS ‘ AEROSOLS

Lysing a flutningsskjali

UN 1950 AEROSOLS, 2.1,
D)

UN 1950 AEROSOLS, 2.1

UN 1950 Aerosols,
flammable, 2.1

UN 1950 AEROSOLS, 2.1

UN 1950 AEROSOLS, 2.1

14.3. Heettuflokkur eda —flokkar vegna flutninga

2.1 2.1
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14.4. Pokkunarflokkur

A ekki vid A ekki vid

A ekki vid

A ekki vid

A ekki vid

14.5. Umhverfishaettur

Heettulegt umhverfinu : Nei | Haettulegt umhverfinu : Nei
Sjavarmengandi : Nei

Heettulegt umhverfinu : Nei

Heettulegt umhverfinu : Nei

Heettulegt umhverfinu : Nei

Engin merking videigandi

14.6. Sérstakar vartudarradstafanir fyrir notanda

Flutningur a landi

Flokkunarkodi (ADR)

Sérstakar radstafanir (ADR)

Takmarkad magn (ADR)

Undanpegid magn (ADR)
Pakkningarleidbeiningar

Sérakveedi fyrir pokkun (ADR)

Akvaedi um sampokkun (ADR)

Flutningsflokkur (ADR)

Sérstok akvaedi vardandi flutning - pakkar (ADR)

Seérstok akveedi vardandi flutning - hledsla,
afhledsla og medhéndlun (ADR)

Sérstok akvaedi vardandi flutning - notkun (ADR)
Takmorkunarkddi fyrir géng (ADR)
Flutningur & sjo

Sérstakar radstafanir (IMDG)
Packing instructions (IMDG)
Sérakveedi fyrir pokkun (IMDG)
EmS-No. (Fire)

EmS-No. (Spillage)

Stowage category (IMDG)
Geymsla og medhondlun (IMDG)
Adskilnadur (IMDG)

Flutningur mead flugi

Magn fyrir utan flutning med farpegaflugi og
flugfrakt (IATA)

Takmarkad magn i flutningi med farpegaflugi og
flugfrakt (IATA)

Hamarks nettémagn fyrir takmarkad magn i
flutningi med farpegaflugi og flugfrakt (IATA)
Leidbeiningar & umbudum i flutningi med
farpegaflugi og flugfrakt (IATA)

Hamarks nettémagn i flutningi med farpegaflugi og

flugfrakt (IATA)

Leidbeiningar um umbudir i flugfrakt (IATA)
Hamarksmagn i flugfrakt (IATA)
Sérstakar radstafanir (IATA)

ERG-ko8i (IATA)

Flutningur & skipgengum vatnaleidum
Flokkunarkd6di (ADN)

Sérstakar radstafanir (ADN)

Takmarkad magn (ADN)

Undanpegid magn (ADN)

Naudsynlegur banadur (ADN)
Loftraesting (ADN)

Fjoldi blarra keila/ljésa (ADN)

1 5F

1190, 327, 344, 625
21l

1 EO

1 P207

: PP87, RR6, L2

. MP9

12

1 V14

: CV9, CV12

. S2
:D

1 63, 190, 277, 327, 344, 381, 959
1 P207, LP200
. PP87, L2
:F-D

: S-U

: Ekkert

: SW1, SW22
1 SG69

: EO

1 Y203
: 30kgG
1 203

: 75kg

1 203

: 150kg

1 A145, A167, A802
1 10L

. 5F

1190, 327, 344, 625
1L

: EO

PP, EX A

: VEO1, VEO4

01
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Flutningur & jarnbrautum
Flokkunarkédi (RID)

Sérstakar radstafanir (RID)

Takmarkad magn (RID)

Undanpegié magn (RID)

Fyrirmaeli um pokkun (RID)

Sérakveedi fyrir pokkun (RID)

Akveedi um sampékkun (RID)
Flutningsflokkur (RID)

Sérakveedi um flutninga — umbudir (RID)

Sérakveaedi um flutninga - ferming, afferming og
medhondlun (RID)

Hradsending pakka (pakkar i hradsendingu) (RID)
haettuaudkennisnimer

. 5F

: 190, 327, 344, 625
C1L

1 EO

: P207, LP200

: PP87, RR6, L2

: MP9

12

W14

: CW9, CW12

: CE2
123

14.7. Flutningar bulkafarms skv. Il. vidauka vio MARPOL-samninginn og IBC-kédanum

A ekki vid

15. LIDUR: Upplysingar vardandi regluverk
15.1. Sérteek akvaedi/loggjof fyrir efnid eda blonduna vegna 6ryggis, heilbrigdis og umhverfis

15.1.1. Reglugerdir ES

Inniheldur engin efni sem heyra undir takmarkanir i Vidauka XVII vi6 REACH

Inniheldur ekki REACH kandidatefni
Inniheldur engin efni Ur lista XIV i REACH

Innihald lifraeenna rokefna
Tilskipun 2012/18/ESB (SEVESO IlI)

15.1.2. Landsbundnar reglugerdir
Engar nanari upplysingar tiltaekar

15.2. Efnadryggismat
Mat & efnafraedilegu 6ryggi hefur ekki verid gert

16. LIDUR: Adrar upplysingar

1 653 gr/l

Fullur texti H- og EUH-setninga:

Acute Tox. 4 (Dermal)

Brad eiturhrif (um had), Undirflokkur 4

Acute Tox. 4 (Inhalation)

Brad eiturhrif (vid inndndun.), Undirflokkar 4

Acute Tox. 4 (Inhalation:vapour)

Brad eiturhrif (vid inndndun.), Undirflokkar 4

Aerosol 1

Udaefni, flokkur 1

Aquatic Chronic 2

Heettulegt fyrir vatnsumhverfi —langvinn eiturhrif, Undirflokkur 2

Adquatic Chronic 3

Heettulegt fyrir vatnsumhverfi —langvinn eiturhrif, Undirflokkur 3

Asp. Tox. 1 Asvelgingarhaetta, Undirflokkur 1

Eye Irrit. 2 Alvarlegur augnskadi/augnerting, Undirflokkur 2
Flam. Gas 1 Eldfimar lofttegundir, Undirflokkur 1

Flam. Lig. 2 Eldfimir vokvar, Undirflokkur 2

Flam. Lig. 3 Eldfimir vokvar, Undirflokkur 3

Press. Gas (Liq.)

Lofttegundir undir prystingi : Fljétandi lofttegund

Skin Irrit. 2 Hdaeting/htderting, Undirflokkur 2

Skin Sens. 1 Hadnaeming, 1. undirflokkur

STOT RE 2 Sérteek eiturhrif & markliffaeri — endurtekin vahrif, Undirflokkur 2
STOT SE 3 Sérteek eiturhrif & markliffeeri — vahrif i eitt skipti, Undirflokkur 3
STOT SE 3 Sérteek eiturhrif & markliffeeri — vahrif i eitt skipti, Undirflokkur 3
H220 Afar eldfim lofttegund
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H222 Udabrasi med afar eldfimum efnum

H225 Mjog eldfimur vokvi og gufa

H226 Eldfimur voékvi og gufa

H229 brystihylki: Getur sprungid vid upphitun

H280 Inniheldur lofttegund undir prystingi, getur sprungid vid hitun
H304 Getur verid banvaent vid inntoku ef pad kemst i 6ndunarveg
H312 Heettulegt i snertingu vid had

H315 Veldur hadertingu

H317 Getur valdid ofnaemisvidbrogdum i hid

H319 Veldur alvarlegri augnertingu

H332 Heettulegt vid inndndun

H335 Getur valdid ertingu i dndunarfaerum

H336 Getur valdio slj6leika eda svima

H373 Getur skadad liffeeri vid langvinn eda endurtekin vahrif
H411 Eitrad lifi i vatni, hefur langvinn ahrif

H412 Skadlegt lifi i vatni, hefur langvinn &hrif

SDS EU (REACH Annex Il) U-POL

For professional use only.

The information contained within this Safety Data Sheet (SDS) is believed to be correct as of the date issued however it is subject to change from
time to time. It does not purport to be all inclusive or exhaustive and shall only be used as a guide. U-POL makes no warranties, expressed or
implied, including but not limited to, any implied warranty of fitness for a given purpose or usage. It is the Buyers responsibility to ensure the
suitability of the products for their own use and to check the information is up to date. U-POL cannot be held responsible for the suitability of use for
any of its products, considering the wide range of factors such as application, substrates and handling methods. Since these conditions of use are
outside of our control, the company shall not be held liable for any damage resulting from handling or from contact with the product detailed.
Moreover, addition of reducers, hardeners or other additives over and above U-POL’s recommendations for use, may substantially alter the
composition and hazards of the product. U-POL data sheets are available via the U-POL website at WWW.U-POL.COM.
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